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FC A

Series

Shell Style
0 -Wall Mount 

Receptacle

1 - Jam Nut Mount 

Receptacle

Material Finish

A - AL/Electroless Ni

B - AL/ Olive Drab Cad 

C - SS/ Electroless Ni

D - SS/ Electro Deposited Ni 

E - SS/ Passivated

F - Composite/ Electroless Ni 

G - Composite/ Olive Drab Cad 

H - AL/ Electroless Ni-PTFE

J - AL/ Black ZnNi

A

Shell Size
A:9

B:11

C:13

D: 15

E:17

F:19

G:21

H:23

J:25
(SeeConnector 

Styles)

35 PP

Insert
Confgurations

(See Insert 
Configuration Table)

Contact
Termination Style

PP - Pin to PCB

PS - Pin to Solder cup 

SP - Socket to PCB

SS - Socket to Solder cup 

N 1

Polarization

N -Normal 

A,B,C,D, E

Filter Circuit

1 - Feedthrough Cap 

4 -Pi Filter

102

EIA Capacitance
Code
Example: 

1000pF = 102
(See Capacitance Table)

- 0

Filtered Circular Connector Part Configurator
Filtered circular connectors that are completely intermateable with MIL-DTL-38999 Series  III. These high 
reliability, circular connectors have a proven reputation for superior quality and performance. Several 
types of EMI filtering are available. 

• Soldered construction for better high-frequency performance over mechanical designs
• Stainless steel, aluminum, composite shells for environmental and weight sensitive applications
• Cadmium, nickel, black nickel zinc plating for military and RoHS environments
• AC and lightning withstand designs for transient environments (up to DO160 Level IV)
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